
SU Single Shaft Screw Feeders are designed specifically for animal feed 
milling. Mostly they are fitted under silos for flour feeding, connected to 
the outlet of a bin activator. The spout between the bin activator and the 
screw feeder is usually equipped with a level indicator.
For feeding bran or other by-products the SU Single Shaft Screw Feeders is 
directly connected to the silo.

According to the cross section of the silo outlet, SU-type Single 
Shaft Screw Feeders are available with standard U-shaped or with 
flared V-section trough. For animal feed and similar products a 
heavy-duty version is recommended.

Feeding poorly flowing or packing materials (flour, derivatives and mineral additives, cereals, coarse powders, fine powders, mash, bran) 
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Description

Applications

Function

Benefits
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   Easy access for cleaning if equipped with drop-bottom trough;
   Easy maintenance;
   Low material residue;
   Low risk of packing at discharge;
   Easy integration into the plant.
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This datasheet does not show the complete range but only the models most suitable for the application.



Technical Features / Performance
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Overall Dimensions

Animal Feed Milling
Single Shaft Screw Feeders SU  

 Wide range of screw diameters from 100 to 400 mm;
 Feed rates from 10 to 100 m3/h;
 High quality finishing;
 Direct drive connected with screw;
 Intermediate bearings with self-lubricating polymer bushes;
 End bearing assembly equipped with long-life lubricated bearings;
 Adjustable Teflon® shaft seals;
 Reduced clearance between screw and trough;
 Outlet spout with large opening for improved discharge;
 Wide range of accessories and options: drop-bottom trough, inspection hatches, rotation detectors, coupling transmission, chain transmis-

sion, belt transmission, emergency stop device at feeder outlet end.
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Dimensions mm * For cylindrical outlet (in compliance with WAM® standard)
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